B90

Overview

The Damark B90 is a high speed, fully automatic
continuous feed shrink bundling system for unsup-
ported products that require collation. The B90 has
an automatic infeed conveyor that feeds product at
a right angle from either the right or left with micro
switch product sensing. The B34-90 can be set up in
the following collating configurations:

Single Row Collating/90 degree product turn: One
line of product is pushed through the film at a 90
degree angle.

Multi-Row Collating with Product Pusher: One line
of product is collated one row at a time and then is
pushed through the film at a 90 degree angle.

Multi-Lane Infeed Collating: One line of product is
feed onto the infeed conveyor and then separated
into multiple rows before it is pushed through the

B90

All automatic Shrink Bundling solutions come with a 10”
color touchscreen HMI that simplifies operation with
integrated recipe management and intuitive user-
defined preferences. A wide range of Single Zone and
Double Zone Shrink Tunnels and numerous custom
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film at a 90 degree angle.

Features & Benefits
e Pneumatic, Stepper, or Servo seal
Teflon coated sealing head

e Micro switch product sensing
e Adjustable variable speed conveyors

e Easythread, quick change film
system that is adjustable for differ-
ent-sized rolls

e Large capacity filmrolls
e Lexanguarding

» Adjustable variable speed
discharge conveyors

e Industrial PC with 10" color touch-
screen HMI

»  Single-point setting for speed, tem-
perature, and pressure.

e Multilingual programming
* Integrated recipe management

e User-defined preferences for fast,
repeatable set up

*  Process monitoring & diagnostics
*  Preventative maintenance reminders

e Locking casters

options are available to match your product needs.

Specifications
Electrical: Choice of 220V - 600V, 3 Phase

Seal Width: 24" (60.96 cm); 34" (86.3 cm);
44" (111.76 cm)

Max Product Width: 20” (50.8 cm); 30"
(76.2 cm); 40" (101.6)

Max Product Height: 117" (43.18 cm)

Sealing Head: pneumatic, stepper, or
servo

Infeed: Right to Left or Left to Right,
Collation

Speed: Application dependent
Construction: Painted Steel

Machine Stand: Choice of: Stainless Steel
Locking Casters or Footpad

Guarding: Lexan

Product Loading: Manual

Film Rollers: Large Capacity Film System
Discharge Conveyor: Variable Speed

Film Changeover: Quick Change Film
System

Air Requirement: 80 PSI, 10 CFM
Environmental Protection: NEMA 1
Controls: Industrial PC and 10" Color
Touchscreen

Shrink Tunnels: Numerous Single Zone,
Double Zone and Custom options

Options

¢ Multi-Lane Infeeds

e Broken Seal Alarm

e Low Film Indicator
Builds for Large Products
e Print Registration

»  Package Clamps

*  NEMA 4/4x Washdown
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